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Introduction 
 
Congratulations on your purchase of the Grifco RELEASE GOVERNOR emergency descent unit. The 
release governor provides safety and reassurance to people and objects which pass beneath a 
vertically operating industrial door.  By controlling the descent speed of the selected door, the release 
governor ensures that potential failure of the drive chain or gear box will not cause an uncontrolled 
descent of the door. 
 
Fitted with an external release system, the release governor can be connected to a release cable, 
allowing manual descent of the door by the user.  
 
 
When installed correctly the governor will apply a braking force to the door only when it exceeds a 
safe speed, resulting in a smooth, slow descent at all times.  During normal operation the governor 
does not apply a braking force and allows the door operate unhindered*.  The speed at which the 
governor will engage, and maximum velocity of the door, can be adjusted to suit the requirements of 
the user 
 
*Due to friction and inertial forces within the governor a constant restricting torque of no more than 30 Nm will exist. 

 
Identifying your Governor kit 

 
 

RELEASE ARMBRAKE ENCLOSURE

OUTPUT SPROCKET

INPUT SPROCKET
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Installation 
 
The governor is a flag mounted unit with both an input and output sprocket. Care should be taken 
when fixing the mounting plate to assure that the appropriate sprockets are inline with both the door 
and the operator sprocket. Once the position of the governor has been chosen, the mounting plate 
can be secured.  
 
The input sprocket on the governor is a 10B 23 tooth and is fixed on the shaft. When being run by the 
operator, the governor requires a shaft velocity of between 25 – 32 RPM. If a 1:1 ratio between the 
governor and the operator does not achieve this, then the sprocket on the operator should be 
changed so that it does.  
 
The output sprocket is connected to the door. A ratio of 1:4 from the release governor to the door is 
recommended. An example of the connected governor is show below.  
 

 
 
The release arm must be pulled in when being driven by the operator. This is done by fitting a cable 
via a pulley system to a handle easily accessed by the user. When the cable is released, the input 
sprocket is free to spin on the governor shaft and the door descends at a safe, controlled speed. The 
release arm requires a stroke of approximately 40mm 
 
The governor must remain upright (the base of the Brake Cover facing downwards). Once the chains 
are fitted between the four sprockets, and grub screws located on the sprocket of the governor and 
operator are tightened, the braking force of the governor is ready to be adjusted.   

OUTPUT CHAIN

INPUT CHAIN

DIRECTION OF RELEASE 
ARM WHEN ENGAGED 
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 Getting Started / Setup 
 
If using the governor for the first time, transferring the governor to a different door or varying the door 
descent velocity and brake engage speed, calibration may be required.  To determine whether 
calibration is required a door failure simulation must be carried out following installation. 
 
When simulating a door failure, drive the door to its fully open position while the release arm is 
engaged. Making sure the area beneath the door cleared, disengage the release arm allowing the 
door to fall with only the governor restricting its descent.  
 
If the door does not descend at the desired speed calibration is required. To calibrate the governor 
the brake enclosure must be removed. This is done by removing the three screws, located at the 
base of the enclosure, from the brake cover flange. By releasing the nut at the end of each weight leg 
and placing the semi-circular weights in new positions along the weight arms, different door velocity 
characteristics can be achieved.  Additional weights can be purchased to increase the range of 
obtainable engage and descent velocities.   
 
Note: All weights must be placed so that each has an opposing weight at the same height on the 
opposite weight leg. 
 

Alternative weight configurations 
 

 

 
 
 
 
 

 

 

Operation 
 
Once correctly installed and calibrated the governor is totally self-reliant, requiring no adjustment and 
minimal interaction with the user. To manually release the door, tension to the cable holding the 
release arm is removed and the door will close at a slow controlled speed 
 
NOTE: Depending on the method of limit setting, the limits for the doors open and close position may 
need to be reset. 
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Maintenance 
 
As a safety precaution a maintenance assessment should be performed every 6 months (or 400 
cycles if reached within 6 months) to ensure correct operation of the governor.   
 
 
Procedure: 
 

1. Remove chain between the governor and door drum 
 

2. Remove brake enclosure (the governor may need to be removed from the mounting plate to 
achieve this and the following steps) 

 
3. Rotate the pressure plate of the governor so that the edge of one of the rectangular pressure 

plate slots passes an edge of one of the semi circular holes in the enclosure flange and lines 
up with the right edge of the semi circular hole (refer to Figure. 2 on following page for 
resulting position) 

 
Figure 1. 

 

 
 

Figure 2.  Position of Pressure Plate after completion of step 3 
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4. Drive the pressure plate very slowly (the distance the pressure plate moves should be only a 
few millimetres) in the reverse direction until resistance is felt. At this point any further rotation 
of the pressure plate will cause rotation in the output shaft and invalidate the procedure 

 
Figure 3. 
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5. If the edge of the pressure plate hole that was originally aligned with the right edge of the semi 
circular hole of the brake cover flange has moved past the left edge of the semi circular hole 
then the governor must has excessive wear and should be replaced or serviced. 

 
 
 
 
 
Figure 4.  Position at which further anti-clockwise rotation will cause rotation of governor shaft 

 

 
 
 
 
 
 
 

Figure 5.  Position at which further anti-clockwise rotation will cause rotation of governor shaft 
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